ASCALED PLANVIEW OF THE FROPOSED STRUCTLRE MUST BE INCLUDED
WITH THIS PROPOSAL, THE SKETCH MUST INCLUPE PLACEMENT AN SIZES
OF ALL OPENINGS. - A SKETCH ON GRAPH PAPER WILL SATISFY THIS REQUIREMENT,

STICK FRAMED ROOF DETAIL

N RIDGE POARD SIZE:

. \ ROOF SHEATHING:
~-

RAFTER SIZE:
RAFTER O.C. SPACING:
RAFTER SPECIES & ORAVE:
ROCK PITCH:

CUT BIRD MOUTHNOTC
TO ENSURE FLLL PEARING

\
T SPECIFY # OF 16D NAILS AT RAFTER/ CEILING JOIST CONNECTION
% IN ACCORDANCE WIHREOZ 2 1(9)
/% ) |
1/ 4

CELING JOIST SIZE:
CELING JOIST O.C. SPACING:
CELING JOIST SPECIES & ORAVE:

CEILING JOIST SPAN:
RAFTER SPAN 15 MEASLRED HORIZONTALLY BETWEEN THESE TWO FOINTS, =

RAFTER SPAN:

LOOP STEEL CABLE AS ILLUSTRATED BELOW USING CABLE TEES
BORE HOLE INUPFPER |/ 2 OF JOIST MEMBER AND 2" FROM ENp OF JOIST

ADD HELICAL ANCHOR ON EACH CORNER OF STRUCTURE OR EVERY 12" AROUND PERIMETER

 ——————— TYPICAL HEADER SIZF

—

/ﬁHEAWN& TYFE:
SHEATHNG THCKNESS:

SEE STICK ROOF FRAMING DETAIL

F NOT USING TRUSSES

ROCF COVERING IN ACCORDANCE WITH R9O%
ROOF 9.0OFE!

HRRICANE TIES TYFICAL

TRUSS PACKET INCLUPED OR ON SITE FOR INSPECTION
DOUBLE TOF PLATE TYPICAL

TYPICAL HEADER SPECIES:
TYPICAL HEADER CRAVE
MAXIMUM OPENING ON BEARING SIVE

ST SIZE:
STUP O.C, SFACING:

FLOOR SHEATHING:
FLOCR JOIST SPAN:
FLOOR JOIST SIZE:
FLOCR JOIST SPECIES:
FLOOR JOISTS, BAND BOARDS & SKIDS MUST BE PRESERVATIVELY TREATED .
FLOCR JOIST O.C. SPACING:
KD SIZE:

KIP O.C. SPACING MAXIMUM:
FLOOR JOIST CANTILEVER,

9
SIN

= SKIDS MUST BEAR ON LINDISTURBED SOIL

‘ AS AN ALTERNATIVE SKIPS MAY BEAR ON COMPACTED STONE

Stafford County

Department of Public Works

Building Permits and Inspections

: TOP SO MUST BE REMOVED PRICR TO PLACEMENT ON

J UNPISTURBED SOIL OR COMPACTED STONE.

THS TYPICAL DETAL MAY NOT BE USED FOR

STRUCTURES EXCEEDING 400 SCQUARE FEET,




